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CRD-MC33-2SUCHG-01

Single slot USB cradle, w/spare battery charger, charges one 

device and one spare battery. Allows USB communication to 

the device with an additional micro-USB cable.

PWR-BGA12V50W0WW

Single Slot Cradle w/Spare Battery Charger:

Micro-USB to USB cable for single slot 

cradle

25-124330-01R

Level VI AC/DC power supply (brick, 

replacement for PWRS-14000-148R)

AC Input: 100-240V, 2.4A

DC Output: 12V, 4.16A, 50W 

Requires: DC line cord and country specific 

grounded AC line cord. 

23844-00-00R

US AC line cord, 7.5 feet long, grounded, 

three wire for power supplies.

Requires: Power supply PWR-BGA12V50W0WW, DC line 

cord CBL-DC-388A1-01 and country specific 3 wire AC line 

cord.

Additional accessories for single slot 

cradle

CBL-DC-388A1-01

DC line cord for running the single slot 

cradles or battery chargers from a single 

Level VI power supply PWR-

BGA12V50W0WW, Level VI replacement 

for PWRS-14000-148R.

Single slot cradle

Cradle options
Main features

Å USB communication

Å Fast-charge while using MC33 PP+ batteries

Å Charges one device and one spare battery

Å Compatible with MC32 and MC33 batteries

Å Compatible with Level V and Level VI power supplies



CRD-MC33-5SCHG-01
5Slot charge only cradle, charges up to five devices.  

PWR-BGA12V108W0WW

Multi-Slot Cradle options:

Level VI AC/DC power supply (brick, 

Replacement for PWRS-14000-241R)

AC Input: 100-240V, 2.8A

DC Output: 12V, 9A, 108W 

Requires: DC line cord and country 

specific grounded AC line cord.

CBL-DC-381A1-01

DC line cord for running multi-slot 

cradles from a single Level VI power 

supply PWR-BGA12V108W0WW, Level 

VI replacement for PWRS-14000-241R

23844-00-00R

US AC line cord, 7.5 feet long, 

grounded, three wire for power supplies.

CRD-MC33-5SETH-01
5Slot Ethernet cradle, charges up to five devices and provides Ethernet 

communication. 

All Cradles Require: Power supply PWR-BGA12V108W0WW, DC cord 

CBL-DC-381A1-01 and country specific 3 wire AC line cord.

Additional accessories for multi -slot 

cradles

CRD-MC33-4SC4BC-01
4Slot charge only cradle with 4Slot spare battery charger, charges up to 4 

devices and up to 4 spare batteries on the same cradle.

CRD-MC33-4SE4BC-01
4Slot Ethernet cradle with 4Slot spare battery charger, charges up to 4 

devices and up to 4 spare batteries on the same cradle and provides 

Ethernet communication.

BRKT-SCRD-SMRK-01

Rack/Wall mounting bracket, allows to 

install any multi-slot cradle on a wall or a 

19ò IT rack. 

Multi -slot ShareCradles

Cradle options
Main features

Å Charge only and Ethernet ShareCradle configurations

Å Fast-charge while using MC33 PP+ batteries

Å Charges five devices or four devices with four spare batteries

Å Compatible with MC32 and MC33 batteries

Å Compatible with Level V and Level VI power supplies

Å Desk/Wall/Rack mount options



Chargers and batteries

Spare battery charger options:

SAC-MC33-4SCHG-01
4-slot battery charger, charges four spare batteries. 

Requires: Power supply PWR-BGA12V50W0WW, DC line cord 

CBL-DC-388A1-01 and country specific 3 wire AC line cord.

SAC-MC33-20SCHG-01
20-slot battery charger, charges twenty spare batteries. 

Requires: Power supply PWR-BGA12V108W0WW, DC cord CBL-

DC-381A1-01 and country specific 3 wire AC line cord.

BTRY-MC33-27MA-01

PowerPrecision+ Lithium Ion battery, 

2740 mAh, provides advanced State 

of Charge and State of Health, 

supports fast-charge while using 

MC33 cradles and chargers. 

Pack of 10: BTRY-MC33-27MA-10

BRKT-SCRD-SMRK-01
Rack/Wall mounting bracket, allows to install the 20-

slot battery charger or up to four 4-slot battery chargers 

on a wall or a 19ò IT rack. 

PWR-BGA12V50W0WW
Level VI AC/DC power supply. AC Input: 100-240V, 

2.4A, DC Output: 12V, 4.16A, 50W . Requires: DC 

line cord and country specific grounded AC line cord. 

CBL-DC-388A1-01
DC line cord for running the single slot cradles or 

battery chargers from a single Level VI power supply 

PWR-BGA12V50W0WW.

PWR-BGA12V108W0WW
Level VI AC/DC Power Supply. AC Input: 100-240V, 

2.8A, DC Output: 12V, 9A, 108W. Requires: DC line 

cord and country specific grounded AC line cord.

CBL-DC-381A1-01
DC line cord for running multi-slot cradles from a single 

Level VI power supply PWR-BGA12V108W0WW.

23844-00-00R
US AC line cord, 7.5 feet long, grounded, three wire for 

power supplies.

Spare batteries

Main features

Å Fast-charge while using MC33 PP+ batteries

Å Compatible with MC32 and MC33 batteries

Å Compatible with Level V and Level VI power supplies

Å Desk/Wall/Rack mount options

BTRY-MC33-52MA-01

PowerPrecision+ Lithium Ion battery, 

5200 mAh, provides advanced State 

of Charge and State of Health, 

supports fast-charge while using 

MC33 cradles and chargers. 

Pack of 10: BTRY-MC33-52MA-10


